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N

FLOOR PLAN

TYPICAL MOUNTING DIMENSIONS

N

ROOF PLAN

ROOF NOTES:

1. 10" ROOF BOOT WILL BE PLACED AROUND HOLE AREA

SPECIFIED FOR THE VENTILATION STACK

2. EAVES ARE TO BE BOXED IN AND VENTED

STRUCTURE NOTES:

1. INTERIOR GRAB BARS MUST BE 1-1/2" DIA. BRUSHED OR

KNURLED STAINLESS STEEL 42" LONG (#3022) AND 36" LONG

(#3021) WITH STAINLESS STEEL FLANGE AS DISTRIBUTED BY

ROMTEC INC. OR APPROVED EQUAL.

2. TOILET PAPER DISPENSER (#3004) TO BE LOCKING

STAINLESS STEEL, 2-ROLL, THIN BAR WITH RUBBER SLEEVE

(#841), 13"x3" LONG, 3/16" THICK, AS DISTRIBUTED BY

ROMTEC INC. OR APPROVED EQUAL.

3. HARDWARE ATTACHED TO NON PRESSURE TREATED

LUMBER SHALL BE GALVANIZED. ALL HARDWARE THAT MAY

BE ATTACHED TO PRESSURE TREATED LUMBER (SILL

PLATES) IS TO BE STAINLESS STEEL.
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ROOF EAVE DETAILSECTION

INTERIOR NOTES:

1. ALL INTERIOR WALLS TO BE A 1/2" OSB, FINISHED w/ CLEAR VARNISH OR 1/2"PLYWOOD PAINTED.

OWNER TO SELECTED FINISH & MATERIAL.

2. ADD  HORIZONTAL BLOCKING IN BETWEEN STUDS AS NECESSARY FOR TOILET ACCESSORIES.
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FLOOR CAP PLAN

°

FLOOR CAP SECTION

FLOOR LIFTING/REINFORCEMENT

FLOOR CAP NOTES:

1. PUMP OUT PORT BY EAST JORDAN IRON WORKS

2. TOILET RISER ADAPTER BY ROMTEC AS SHOWN ON FLOOR CAP SECTION

3. SHOP DRAWINGS SHALL BE PROVIDED FOR PUMP-OUT HATCH AND TOILET RISER ADAPTER PRIOR TO

START OF MANUFACTURING

4. PROVIDE AND DRILL HOLES FOR (4)

5. 6" AND (4) 12" STAINLESS STEEL DOWELS AS SHOWN FASTENED WITH NON-METALLIC NON-SHRINK EPOXY

GROUT EPOXY AS SHOWN. SEALANT FOR CURING CONCRETE FLOOR CAP SHALL BE KURE-N-SEAL LV BY

SONNEBORN OR EQUAL.
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VAULT PLANVAULT SECTION

1

A5

VAULT NOTES:

1. THE CONTRACTOR SHALL INSTALL MINIMUM 1000 GALLON VAULT

(72"x96"x60"DEEP PLAN DIMENSIONS REQUIRED) AS PART OF TOILET

BUILDING CONSTRUCTION.

2. SHOP DRAWING SUBMITTALS FOR VAULT TO BE APPROVED BY OWNER

PRIOR TO CONSTRUCTION.

3. PROVIDE BUTYL RESIN SEALANT TO COVER 20 SFT - MIN.
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